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Single-channel Adjustable Volume Pipettes
9 models, covering 0.1 l~10ml.

Volume Range Increment Test Volume
Accuracy Error Precision Error

% L % L

0.1~2.5 L 0.002 L

2.5 L 1.4% 0.04 0.7% 0.02

1.25 L 2.5% 0.03 1.5% 0.02

0.25 L 12.0% 0.03 6.0% 0.02

0.5~10 L 0.01 L

10 L 1.0% 0.10 0.4% 0.04

5 L 1.5% 0.08 0.8% 0.04

1 L 2.5% 0.03 1.8% 0.02

2~20 L 0.02 L

20 L 1.0% 0.20 0.3% 0.06

10 L 1.2% 0.12 0.6% 0.06

2 L 5.0% 0.10 1.5% 0.03

10~100 L 0.1 L

100 L 0.8% 0.80 0.2% 0.20

50 L 1.0% 0.50 0.3% 0.15

10 L 3.0% 0.30 1.0% 0.10

20~200 L 0.2 L

200 L 0.6% 1.20 0.2% 0.40

100 L 1.0% 1.00 0.3% 0.30

20 L 2.5% 0.50 0.7% 0.14

30~300 L 2 L

1000 L 0.6% 1.80 0.2% 0.60

500 L 1.0% 1.50 0.3% 0.45

100 L 2.5% 0.75 0.7% 0.21

100~1000 L 1 L

1000 L 0.6% 6.00 0.2% 2.00

500 L 1% 5.00 0.2% 1.00

100 L 3% 3.00 0.6% 0.60

1000~5000 L 5 L

5000 L 0.6% 30.00 0.2% 10.00

2500 L 0.6% 15.00 0.3% 7.50

1000 L 1.2% 12.00 0.3% 3.00

2000~10000 L 10 L

10000 L 0.6% 60.00 0.2% 20.00

5000 L 0.8% 40.00 0.2% 10.00

2000 L 1.5% 30.00 0.3% 6.00

* For accurate and reliable pipette calibration Pette conforms to ISO 8655:2002 standards.
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